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STOP

New kerbs to installed as per
CC-SCD-01101 TYPE A and new 100mm
thick concrete footpath on compacted
material as per CC-SCD-01105.

Stop sign to be located no more than 6m
from the stop line. Existing vegetation
impinging on its visibility and forward
visibility to be removed

(M 114)

New kerbs to installed as per
CC-SCD-01101 TYPE A and
Type B at dished entrance to
property with new macadam
footpath.

Existing manhole covers to be raised
up to level on new widened footpath

New kerbs to installed as per
CC-SCD-01101 TYPE A and new 100mm
thick concrete footpath on compacted
material as per CC-SCD-01105.

Note:
Extent of footpath to be determined by MD
based on budget available

Existing line marking to be burned off
with new lining applied to centre of
road based on as constructed new
kerbline

Existing gully to be reloacted
to suit line of widened footpath

New kerbs to installed as per
CC-SCD-01101 TYPE A and new 100mm
thick concrete footpath on compacted
material as per CC-SCD-01105.

Note:
Extent of footpath to be determined by MD
based on budget available

New 9m radius kerbing to
be installed at junction

New gully to be constructed at end of
new kerbing and connected to existing
gully on opposide side of road
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New 13m radius kerbing
to be installed at junction
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'Slow' Road Marking to be laid
on road on approach to junction

'Slow' Road Marking to be
laid on road on approach
to junction

Install line marking
at junction

Burn off existing road centre line
and Stop line and Install new
road marking

Reflective Bollards with sockets cast
into new footpath @ 2.8m centres.

Proposed 2.4m wide, 75mm high
raised uncontrolled crossing
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Buildout with new kerbline installed as per
CC-SCD-01101 TYPE A and new 100mm
thick concrete footpath on compacted
material as per CC-SCD-01105.
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Orchard Drive

2.4m wide 75mm high ramp with approach
gradients 5%. Excavate to depth of existing
surface and binder course for 2m either side
of the ramp. New surface and binder course
to match adjacent existing pavement
make-up. Details to match CC-SCD-05145

2 rows of buff Tactile paving to be
installed as per CC-SCD-05136

Buildout with new kerbline installed as per
CC-SCD-01101 TYPE A and new 100mm
thick concrete footpath on compacted
material as per CC-SCD-01105.

Exising gullies to be relocated and
new gullies installed to suit location
of proposed raised crossing
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'Slow' Road Marking to be
laid on road on approach
to crossing

'Slow' Road Marking to be
laid on road on approach
to crossing

W 130 Sign to be located
50-70m in advance of new
Raised Crossing

W 130

RUS002 Keep Right sign to be erected on
89mmØ pole 1m high. Set in concrete base
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Existing controlled crossing with lights
and tactile paving to be upgraded to a
75mm high raised crossing 2.4m wide
with ramps of 5%

2.4m wide 75mm high ramp with approach
gradients 5%. Excavate to depth of existing
surface and binder course for 2m either side
of the ramp. New surface and binder course
to match adjacent existing pavement
make-up. Details to match CC-SCD-05145

Existing tactile paving and footpath in area
around crossing to be taken out  and
replaced with new kerks, footpath and
tactiles to suit the raised nature of the new
crossing
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LOW COST SAFETY SCHEME 2025
At L4174 Patrick Street & Lissan Rd. Clarecastle

Site Location & Site Layouts for 2 No. Raised
Pedestrian Crossings & Junction Improvement
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